Mawson, Irene

From: Betty Turner [bturner@pica.army.mil]
Sent: Wednesday, May 08, 2002 12:24 PM
To: turnerb@ria.army.mil
Subject: M121A361M1 - sectionc
CONTRACT C WORKSHEET
PRON ML21A361ML AMC 1 AMSC G ATC AWFBJ
TDP 12337827 TDPL DATE 04/ 25/02

NSN 5995011921718 NOVENCLATURE W RI NG HARNESS, BRAN

ENG NEERI NG EXCEPTI ONS: The fol |l owi ng engi neeri ng changes apply to this
procurenment action(s):
12337826:
Zone E3, change "12338725" to "12337825".
Note 7 - change to read "Unl ess otherw se specified (see sol der
tabul ati on chart) sol der | AW best comrercial practice to ensure
conpl i ance
with drawi ng or specification requirenents as applicable, using sol der
per
spec. J-STD-006, Type SN6OWRMAP3 or SN63VWRMAP3; optional Type
SN96V\RMAP3" .

12337827:

Note 4 - change to read "Unl ess ot herw se specified sol der | AW best
comrercial practice to ensure conpliance with drawi ng or specification
requi renments as applicable, using solder per J-STD 006, Type SN60VWRMAP3".

12338017:

Note 6 - change to read "Sol der coat all exposed copper | AW best
comrercial practice to ensure conpliance with drawi ng or specification
requi rements applicable, using solder per J-STD 006, Type SN60OVWRMAP3 or
SN63VVRMAP3. Optional: where indicated by an asterisk (*) use
SN96V\RMAP3.

12337825:

Note 5 - change to read "Sol der coat all exposed Copper | AW best
comrercial practice to ensure conpliance with drawi ng or specification
requi renments as applicable, using solder per J-STD 006, Type SN60WRMAP3
or
SN63VWVRMAP3. Optional: \Where indicated by an asterisk (*) use
SNO96VRMAP3.

12288564:

Note 4 - change to read "Sol der coat all exposed copper | AW best
comrercial practice to ensure conpliance with drawi ng or specification
requi renments as applicable, using solder per J-STD 006, Type SN60VWRMAP3

or
SN63VVRMAP3. Optional: \Where indicated by an asterisk (*) use

1



SNOGVRMAP3. "

QAP 12337826:

Del ete AQLs and substitute "M L-STD-1916 VL |V for MAJOR & VL |l for
M NOR characteristics".

Page 1 - PART |, add "M L-W63150" under specs.

Page 4 - PART |, TABLE II1l, under PART |11, delete "(STA FORM 4452,
PARA
3.5 APPLIES)" and substitute "The certification provisions of ML-W63150
for Certified Test Reports (CTR) and Certification of Confornmance (COC)
shall apply for the follow ng: "

For characteristic 401, change as foll ows:
from- 401 Sol deri ng workmanshi p (M L- STD-454 Requi r enment s)



CONTRACT C WORKSHEET

PRON ML21A361ML AMC 1 AMSC G ATC AWFBJ
TDP 12337827 TDPL DATE 04/ 25/02
NSN 5995011921718 NOVENCLATURE W RI NG HARNESS, BRAN

to - 401 Sol dering | AWbest commercial practice to ensure
conpliance with drawi ng or specification requirenments as applicable.

Under specification nmethods, delete Paras 3.5.3 & 3.5.4.

TDPL:
In NOTE columm, delete "REF" at 12288563
12288565
12288569
12288571
12316290
12337824
12338018
Docunent : Del et e: Substitute:
M L- P- 50884 C, W A5 rev D
12288562 H7T2070 - -
12288564 H7T2070 - -
12288568 H7T2070 - -
12288570 H7T2070 - -
12301563 H7T2070 - -
12316301 H7T2070 - -
9338425 H7T2044 H7T2044R1

GFM GFE: DRAW NG NO

MYLARS REQUI RED ( Check one): XY or N

CERTI FI CATI ON SI GNATURE( s) / CONCURRENCE

Eng
Act VI NCENT RANGEL VI NCENT RANGEL 4/ 30/ 02 AMSTA- AR- QAC 793-5331
Type/ Print Name Signature/ Concurrence Dat e O fice Sym DSN Te
LCSE
Act
Type/ Print Name Signature/ Concurrence Dat e Ofice Sym DSN Te
Pkg
Act
Type/ Print Name Signature/ Concurrence Dat e Ofice Sym DSN Te
PAD
Act

Type/ Print Name Signature/ Concurrence Dat e Ofice Sym DSN Te






