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SECTION C
TDPL: 5-19-1226 DATED: 06/28/02 . END ITEM CODE: 306
NSN: 4240-00-802-5169 PART NO: 5-19-1226 START #: C32CAA08

NOMEN: Filter, Particulate, M24

The following engineering exceptions apply to this TDPL, and shall be incorporated into solicitations/contracts for
the above listed PRON(s):

1. TDPL, Product Drawings and Associated Lists section, add the following drawings (electronic copies of the
drawings are attached to the solicitation):

PL 5-19-1226 Sheet 1 of 1 Rev.F 05/2272000
PL 5-19-1228 Sheet10f 1 Rev.C. 01/29/1988
DP 5-19-1229 Sheet 1 of 1 Rev.C 11/13/1997

2. TDPL, Specifications and Standards section, the following additional specifications and standards will .
apply to this TDP:

ANSI-AWS 5.01 Filler Metal Procurement Guidelines

ANSI-AWS AS.10 Specification for Bare Aluminum and Aluminum-Alloy Welding Electrodes
and Rods

ANSI-AWS AS5.3 Specification for Aluminum and Aluminum-Alloy Electrodes for Shielded
Metal Arc Welding '

ASME AG-1 Code on Nuclear Air and Gas Treatment

ASTM B373 Standard Specification for Aluminum Foil for Capacitors

ASTM D6576 Standard Specification for Flexible Cellular Rubber Chemically Blown

AWS A24 Standard Symbols for Welding, Brazing, and Nondestructive Examination

MIL-A-46146 Adhesives-Sealants, Silicone, RTV, Noncorrosive (for use with sensitive
metals and equipment

MIL-A-8625 Anodic Coatings for Aluminum and Aluminum Alloys _

MIL-C-5541 Chemical Conversion Coatings on Aluminum and Aluminum Alloys

MIL-P-53022 Primer, Epoxy Coating, Corrosion Inhibiting, Lead and Chromate Free

MIL-W-22248 Weldments, Aluminum and Aluminum Alloys

SAE AMS 3414 Flux, Aluminum Welding

SAE AMS-A-81596 Aluminum Foil for Sandwich Construction

SAE AMS-QQ-A-200 Aluminum Alloy, Bar, Rod, Shapes, Structural Shapes, Tubes and Wire,
Extruded: General Specification for

SAE AMS-QQ-A-200/8 Aluminum Alloy 6061, Bar, Rod, Shapes, Tube, and Wire, Extruded UNS
A90961

SAE AMS-QQ-A-200/9 Aluminum Alloy 6063, Bar, Rod, Shapes, Tube, and Wire Extruded UNS
A96063

2. TDPL, SPECIFICATIONS AND STANDARDS section, and throughout the TDP, use the specifications and
standards on the right side in place of the corresponding specification or standard on the left side:

DOD-STD-100 ASME Y14.100, Y14.24, Y14.34M, and Y14.35M
MIL-A-46164 MIL-HDBK-46164 (not MIL-HDBK-46146)
MIL-P-116 MIL-STD-2073/1

MIL-STD-105 ANSVASQ Z1.4
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SECTIONC

TDPL 5-19-1226 - Start # C32CAA08 . NSN: 4240-00-802-5169

3. Parts List PL5-19-1226, use ASTM D6576 in place of MIL-R-6130, use ANSVAWS A5.3 or A5.01 in
place of MIL-E-15597, and use SAE AMS 3414 in place of MIL-F-6939.

4. Drawing 5-19-1227, use SAE AMS-QQ-A-200, ASTM B221, or ASTM B308 in place of QQ-A-200; use
SAE AMS-QQ-A-200/8, ASTM B221, or ASTM B308 in place of QQ-A-200/8; and use SAE AMS-QQ-A-
200/9, ASTM B221, or ASTM B308 in place of QQ-A-200/9.

5. Drawing and Parts List 5-19-1228, use ASME AG-1, Section FC, in place of MIL-F-51079.

6. Drawing 5-19-1229, use SAE AMS-A-81596 in place of MIL-A-81596.

7. The following Statement of Work for Ozone Depleting Chemicals also applies.
STATEMENT OF WORK - OZONE DEPLETING CHEMICALS

1a. The following specifications and standards may be listed and included as part of this Technical
Data Package (TDPY Scope of Work (SOW):

MIL-STD-2073-1

b. Other specifications and standards, which identify ODCs among alternative substances for use, are
part of this TDP/SOW as follows: N/A.

c. The above specifications and standards allow the optional use of Ozone Depleting Substances
(ODS) or Ozone Depleting Chemicals (ODC). Preference should be given to the Non-ODS/ODC choices in
compliance with Executive Order 12843, dated April 21, 1993, "Procurement Requirements and Policies for
Federal Agencies for Ozone Depleting Substances”.

2. Other specifications and standards containing ODS/ODC materials and included in this TDP for
which a substitute is provided are as follows: N/A.

3. Other specifications and standards included in this TDP that specify use of an ODS/ODC and have
been approved for use are as follows: N/A

4. NOTE: Offerers are requested, although not obligated, to perform their own screening of the TDP
specifications and standards or SOW and identify any additional potential ODS/ODC to the contracting
officer.

8. Shelf Life Markings shall apply to the packaging as specified in contract Section D and shall be in
accordance with MIL-STD-129. The shelf life markings shall include the manufactured date (mo/yr) and the
expiration date (mo/yr). The expiration date shall be 36 months in the future from the manufacture date.



