CONTRACT C REQUIREMENTS

PRON: M141F669M1
TDPL: 12577246:19206
NSN: 5340013060724

AMC: 1 AMSC: G

TDPL DATE: 02/03/2004
NOMENCLATURE : CATCH ASSEMBLY

ENGINEERING EXCEPTIONS: The Following Engineering Changes Apply To This Procurement Action(s):

SP1 12577246, "ADD DISTRIBUTION STATEMENT A"

Drawings: 12577250,12577251,12577253

Change material note 2 from:

2. Material: "C" Carbon Steel AlSI 1016 per FED-STD-66. Hot Rolled and
Normalized.

To:

2. Material: AISI-SAE 1016 Carbon Steel. Hot Rolled and Normalized.
Merchant Quality and Free-machining grades are not allowed.

Drawing #12577255 - Binder
Change material note 2 from:
2. Casting per Drawing C11577275, comp 7, Class B or .17-.24C, Plain
Carbon Steel, AISI 10XX.
To:
2. Material: Casting per Drawing C11577275 Comp 7, Class B or .17-.24C

CONTINUED NEXT PAGE

GFM/GFE : DRAWING NO.

MYLARS REQUIRED(Check One): __ YES X_NO

CERTIFICATION SIGNATURE(s) / CONCURRENCE :

@ VINCENT T RANGEL

ATC: FTMGG

ENG VINCENT T RANGEL 02/04/2004 CLOSE COMBAT

Type/Print Name Signature Date Office Symbol DSN Telephone
LCSE @

Type/Print Name Signature Date Office Symbol DSN Telephone
PKG @

Type/Print Name Signature Date Office Symbol DSN Telephone
PKG-REV

Type/Print Name Date Office Symbol DSN Telephone
PAD @

Type/Print Name Signature Date Office Symbol DSN Telephone
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ENGINEERING EXCEPTION TEXT (CONTINUED )

Al SI - SAE Carbon (10XX) Steel. Merchant Quality and Free-machi ni ng grades
are not all owed.

Drawi ng #12577257 - Plate, Triangular

Change material note 2 from

2. Material: "C' Carbon Steel AlISI 1016 per FED-STD-66. Hot Rolled and
Nor mal i zed.

To:

2. Material: AISI-SAE 1016 Carbon Steel. Hot Rolled and Nornmalized.
Merchant Quality and Free-nmachi ni ng grades are not all owed.

Drawi ng #11577275 - Steel Castings (General Data dwg.)
I n Soundness note sheet 1.

Delete: "M L-STD-453 Quality Level 2."

Repl ace with: ASTM E1742 Quality Level 2.)

Renove: M L-STD- 453 from spec summary (ref) bl ock.
Repl ace with: ASTM E1742.

Drawi ng 12577246, 12577249 NOTE 4

From Marking shall be coated with clear |acquer TT-L-50

TGO TT-L-50 is cancelled with on replacenent. Use best comrerci al
practices.

Drawi ng 12577249, 12577252, 12577254 change note 2
From Weldings, ML-STD 1261, class 1.
To: Weld in accordance with AW D1.1
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