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NOTES:

1.

THIS DRAVING SHALL BE INTERPRETED IN ACCORDANCE
WITH APPLICABLE STANDARDS LISTED IN DOD-ST0-100.
ANSI Y14.5-04 AND AWS 2.4-86 APPLY.

. MATERTAL: ROUND MECHANICAL TUBING, WELDED

DRAWN-OVER-MANDREL FROM 1008-1020 CARBON STEEL
PER ASTM A-513-00, TYPE 5, FSC 4710.

TIG WELD IAW B2.1 008-90. PLANISH TO REMOVE UNDERCUT.
FOR TEST ITEMS OMLY, NON-DESTRUCTIVE TESTING TO INCLUDE
EITHER ELECTRIC EDOY CURRENT TESTING PER ASI3 SECTION S8
AND ASTM PRACTICE E309 OR MAGNETIC PARTICLE INSPECTION
PER ASTM E 1444-94a (DN FIRST ARTICLE TEST ITEMS).

FOR ALL ITEMS, PERFORM WELD INSPECTION IN ALCORDANCE
WITH AWS D9.1-90.

REMIOVE BURRS AND BREAK SHARP EDGES .016 INCHES.

TOLERANCE DN MATERTAL THICKNESS WILL DEPEND DN VENDOR
SPECIFICATIONS FOR STEEL SHEET USED IN FABRICATING TUBE.
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