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Revised Figure 2

First article sample
(20 particulate filters)

I

Interface checks
(4.3.6.1)
ID markings (VI)
Workmanship (VI)

Particulate filters (Qty 20):
Airflow resistance
Filtration efficiency

/NN

Resistance Resistance Resistance to Resistance to Resistance to
to shock to rough hot/cold structural overpressure
(4.3.6.6.2) handling temperature deformation (4.3.6.10)
(Qty 1-5) (4.3.6.6.9) (4.3.6.4) (4.3.6.6) (Qty 3)
(Qty 3) high humidity (Qty 2)
l (4.3.6.5) A l
(Qty 2)
Filtration Filtration
efficiency efficiency
(4.3.6.3) (4.3.6.3)
(Qty 1-5) (Qty 3)
l Filtration
Resi efficiency
esistance 4.3.6.3 ;
to vibration ((Qty 2)) Resistance to
(4.3.6.6.3) ﬁlll:ng_;ldse;nd
(Qy 1) (4.3.6.8)
Qty 1)
Filtration —
efficiency Flammability
(4.3.63) (4.3.6.11)
(Qty 6-10) (Qy 2)

FIGURE 2. Sequence of first article tests.

DAAE20-00-R-0015 Amd 0002

Spare filters
(Qty 2-6)

Resistance to
corrosion
(4.3.6.9)

(Qty 3)

Dust
capacity
4.3.6.7)

Qty 2)

Filtration
efficiency
(4.3.6.3)

(Qty 2)
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,MIL-RRF—SISZ 7A
Revised Figure 2

First article
sample
(Qty 20 filter sets)

v

Interface checks
(4.3.6.1)
ID markings,
Workmanship (VI)

e

DAAE20-00-R-0015, Amd 0002

Gas Filters (Qty 20) :

Airflow resistance (4.3.6.2)

Leakage (4.3.6.3)

Particulate filters (Qty 20) (See also MIL-PRF-51526):

Airflow resistance

Filtration efficiency

¥

Resistance Resistance Resistance to Resistance to Resistance Resistance to Spares filters
to shock to rough hot/cold structural deformation to corrosion overpressure which may be used
(4.3.6.7.2) handling temperature (4.3.6.7.1) (4.3.6.9) (4.3.6.11) for other tests
(Qty 1-5) (4.3.6.7.4) (4.3.6.6) (Qty 3) (Qty 3) (gas: Qty 2-9)
.............. i @y3) Qy2) (part: Qty 2-6)
e S V '
tE>4V31b6ra7tl§;1 Particulate filter — Particulate filter —
N | Filtration efficiency Filtration efficienc
(Qy 1-5) Nahini A
L v Duit cap;)city
Gas filter - Gas filter - Resistance to Flammability Qty
Airflow resistance (4.3.6.2)* Airflow resistance (4.3.6.2) fungus & (Qty 2)
Leakage (4.3.6.3)* Leakage (4.3.6.3) mildew \ J
Gas life, DMMP (4.3.6.5) (4.3.6.8) Filtration
Qy 1) Efficiency
*QOptional: also test between shock & vibration (Qty 2)

FIGURE 2. First Article Inspection and Test Sequence, Type I and II Filters
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