Pricing Sheet
DAAE20-00-R-0153

PERIPHERAL SEAL - MEDIUM
CLIN 0001
NSN: 6665-00-179-4350
Ordering Period 1

FAT Order Quantity Unit Price
ls | 100-199 |s
200-300 Is
301-400 |3
Ordering Period 4
Order Quantity Unit Price
100-400 |%
401 -800 |$
801-1,200 |%
1,201 - 1,800 |$

Weight
25%
50%
25%

Weight
15%

20%:

50%
15%

Order Quantity
100 - 400
401 -700

701 -1,100

Order Quantity
100 - 400
401 - 800

801 - 1,200

1,201 - 1,800

Ordering Period 2

Unit Price

Ordering Period 5

Unit Price

Weight
25%
50%
25%

Weight
15%
20%
50%
15%

Page 1 of 2

Ordering Period 3
Order Quantity Unit Price  Weight
100-400 |$ 15%
401-700 |$ 50%
701 -1,000 |$ 20%
1,001 - 1,200 |$ 15%
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Pricing Sheet Page 2 of 2
DAAE20-00-R-0153

BERIPHERAL SEAL - SMALL
CLIN 0002
NSN: 6665-00-916-1743
Ordering Period 1 Ordering Period 2 Ordering Period 3
FAT Order Quantity Unit Price  Weight Order Quantity Unit Price  Weight Order Quantity Unit Price ~ Weight
|$ | 51-100 |$ 75% 51 -150 3 75% 100-350 |$ 25%
101-200 |$ 25% 151 -300 |$ 25% 351-600 |$ 50%
601-800 (s 25%
Ordering Period 4 Ordering Period 5
Order Quantity Unit Price  Weight Order Quantity Unit Price ~ Weight
100-300 |$ 15% 100-300 |$ 15%
301-600 |$ 50% 301-600 s 50%
601-900 |8 20% 601 -900 (% 20%
901 -1,200 |$ 15% 901 -1,200 |$ 15%

The Evaluated Price will be calculated by summing the multiplication of each Order Quantity

Unit Price by its respective Weight and the Minimum Order Quantity of the Range for each Ordering Period.
In the case of Ordering Period 1, the FAT cost will be added as part of the Evaluated Price, if appropriate.
The sum of all Ordering Period Evaluated Prices will be the Total Evaluated Price.
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1.0 SCOPE

This contract requires the production and delivery of two sizes of peripheral
seal tubes: Small- P/N 136-42-849 and Medium/Large, P/N 136-42-1311. Also, this
contract requires production and delivery of unique tooling (molds and fixtures)
required to produce each peripheral seal tube.

2.0 APPLICABLE DOCUMENTS

Technical Data Packages: 136-42-849, dated: 04/19/00
136-42-1311, dated: 04/19/00

2.1 Government Furnished Equipment/Material (GFE/GFM). The components listed
below will be provided as GFE/GFM as applicable. The contractor shall return
GFE/GFM upon request from the Contracting Officer (KO). Existing tooling will
be available for inspection by contacting the KO prior to contract award.
Existing tooling, if used by the contractor to produce new tooling (see 3.3.1),
will be provided on an "as is" basis and the Government does not guarantee that
such tooling is capable of producing the contract quantity requirements or any
portion of it.

Test Heads: oty

136-42-1002 - Small, NSN: 6665-00-182-7934 1

136-42-1000 - Large, NSN: 6665-00-182-7936 1*

136-42-1001 - Medium, NSN: 6665-00-182-7935 1* *Either one
Tooling: Qty:

Small Mold: D136-42-849
Medium Mold: 06-05-003633
*Small Fixture: USA 0038-01
*Medium Fixture: USA 0038-02
*--Includes Vulcanizing Table

Ll e S

3.0 Requirements:

3.1 General. The contractor shall provide the necessary services, personnel,
labor, test equipment, facilities, materials, supplies and equipment (except
those specifically designated as Government furnished) to produce and
deliver two sizes of peripheral seal tubes and the unique tooling to produce

the seal tubes.
3.2 Seal Tubes.

3.2.1 Design. The peripheral seal tubes shall be produced in two sizes, small
and medium/large, and in accordance with the requirements of the cited Technical
Data Package (TDP) with exceptions specified in the contract.

3.3 Tooling

3.3.1 Design. The contractor shall design production quality tooling for each
seal tube. The contractor will have the option to produce tooling using one or
a combination of the following options: a. Using master patterns from government



furnished test heads; b. Modify existing government tooling to produce new
tooling; and/or c. Use current government tooling to make master patterns or
produce new tooling. The contractor shall develop inspection methods and
documentation to ensure the seal tubes produced from the tooling conform to the
design and functional requirements of the TDP and this contract.

3.3.2 Quantity. One set of tooling (molds and fixtures) shall be produced for
each size of seal tube. Each set of tooling shall be capable of producing the
seal tubes in accordance with the contract schedule requirements.

3.3.3 Quality. The quality of the tooling (mold and fixtures) shall be such
that not less than 20,000 seal tubes of each size can be produced before the
tooling requires re-work. The contractor is responsible for maintaining the
tooling in serviceable condition during the performance of this contract. 1If
the tooling is damaged, the contractor will be responsible for its rework/repair
and any cost associated with it. Re-plating of the tooling is not considered
rework and shall also be the responsibility of the contractor. The contractor
shall notify the Contracting Officer (KO) of any rework/repair procedures to be
performed on the tooling prior to performing the repair/re-work. The government
has the right to invoke FA inspection following any tooling rework/repair.

3.3.4 Markings. The tooling (molds and fixtures) shall be permanently
marked/stamped with 1/8 inch high characters located on the outside of the
tooling where it will not be part of the molded seal tubes. Marking shall
include: a. the associated seal tube part number; b. seal tube nomenclature;
and; c. contract number.

4.0 FIRST ARTICLE (PREPRODUCTION) :

4.1 Seal Tubes. First Article inspection of sample seal tubes produced from the
production tooling shall be inspected, as applicable, in accordance with the
contract requirements.

5.0 ACCEPTANCE AND DELIVERY

5.1 Seal Tubes. Acceptance of the seal tubes shall be based on government
acceptance of the FA test reports on pre-production samples made from the
production tooling and subsequent acceptance of production lot inspection
documentation. Acceptance of nonconforming lots shall be at the discretion of
the government. Delivery date schedules of the seal tubes shall be as specified
in the contract.

5.2 Tooling (molds and fixtures). Government acceptance of the tooling shall
occur after Government acceptance of the first article reports on sample seal
tubes, of each size, made from the production tooling. Unless otherwise
specified in the contract, all tooling shall remain at the contractor's facility
or its sub-contractor's facility, as applicable, during the performance of the
contract. At the end of the contract the tooling shall be to production
standards capable of producing seal tubes to TDP requirements. All cost required
to repair/re-plate the tooling to bring it to serviceable standards shall be
borne by the contractor. The KO will provide the contractor with specific
instructions for the disposition of the tooling upon completion of the contract.
The contractor will be responsible for the proper preservation, packing and
packaging of the tooling to ensure adequate protection of the tooling from
environmental elements, impacts, scratches, etc., that may occur during
transportation and/or long term storage of the tooling.



Distribution Statement A

SECTION C
Start No: C40IAAO0l
TDPL: 136-42-1311 Nomenclature: Peripheral Seal Tube, Medium
Dated: 04/19/00 :
The following engineering exceptions apply to this TDPL, and shall be
incorporated into solicitations/contracts for the above listed PRON (s) :

1. Unless otherwise specified, the issues of the specifications and
standards which are DOD adopted shall be those listed in the DODISS and it
supplements which are current on the date of the solicitation. Unless
otherwise specified, the issues of specifications and standards not listed
in the DODISS shall be the issue of the nongovernment specifications and
standards which were current on the date of the solicitation.

2. TDPL, documents listed below are for reference only and may or may not be
included in this TDP/TDPL. All specifications and standards related to
these documents are also for reference only:

(SPI) P136-42-1311 (IM) 136-300-18 (Dwgs) 136-42-1001 (7 sheets)

3. TDP/TDPL, the following documents shall not apply

666-0155-001 C6H3065-010 MIL-I-23053
666-081-001 C6H3066-001
666-091-001 S1H3090-001
C5L0108-001 S7L.3002-001

4. Drawing 136-42-1311, parts list item 2, change specification
"MIL-I-23053", two places, with "SAE AMS-DTL-23053"

5. Medium Test Head 136-42-1001, NSN:666-00-182-7935; or, Large Test Head,
136-42-1000, NSN: 6665-00-182-7936; required in this procurement for the
fabrication of the seal tube (per 136-42-1020) shall be GFM and can be
obtained by contacting Mrs. Twyla Lingard, AMSSB-RSO-ADM, X8024.

6. No shelf Life markings are required for this procurement.

7. Drawing 136-42-1311: All testing identified on section III "PREPRODUCTION
AND EVALUATION ACCEPTANCE TEST" shall be performed by the government at Pine
Bluff Arsenal.

8. TDP/TDPL: Drawing 136-42-1020, revision B shall apply.

9. Drawing 136-42-1311: "Distribution Statement A" shall apply.

Page 1 of 2

Dt acuneiT

003



SECTION C (Cont)

TDPL: 136-42-1311

STATEMENT OF WORK - OZONE DEPLETING CHEMICALS

l.a. The following specifications and standards may be listed and
included as art of this Technical Data Package (TDP)/ Scope of Work
(SOW) :

MIL-STD-2073/1

b. Other specifications and standards, which identify ODCs among
alternative substances for use, are part of this TDP/SOW as follows:

N/A

¢. The above specifications and standards allow the optional use of
Ozone Depleting Substances (ODS) or Ozone Depleting Chemicals (ODC) .
Preference should be given to the Non-0DS/ODC choices in compliance
with Executive Order 12843, dated April 21, 1993, "Procurement
Requirements and Policies for Federal Agencies for Ozone Depleting
Substances".

2. Other specifications and standards containing ODS/ODC materials and
included in this TDP for which a substitute is provided are as follows:

N/A

3. Other specifications and standards included in this TDP that specify
use of an ODS/ODC and have been approved for use are as follows:

N/A

4. NOTE: Offerors are requested, although not obligated, to perform
their own screening of the TDP specifications and standards or SOW and
identify any additional potential ODS/ODC to the contracting officer.



Distribution Statement A

SECTION C
Start No: C40IAA02
TDPL: 136-42-849 Nomenclature: Peripheral Seal Tube, Small
Dated: 04/19/00 t
The following engineering exceptions apply to this TDPL, and shall be
incorporated into solicitations/contracts for the above listed PRON(s) :

1. Unless otherwise specified, the issues of the specifications and
standards which are DOD adopted shall be those listed in the DODISS and it
supplements which are current on the date of the solicitation. Unless
otherwise specified, the issues of specifications and standards not listed
in the DODISS shall be the issue of the nongovernment specifications and
standards which were current on the date of the solicitation.

2. TDPL, documents listed below are for reference only and may or may not be
included in this TDP/TDPL. All specifications and standards related to
these documents are also for reference only:

(SPI) P136-42-849 (IM) 136-300-18 (Dwgs) 136-42-1002 (7 sheets)

3. TDP/TDPL, the following documents shall not apply

666-0155-001 C6H3065-010 MIL-I-23053
666-081-001 C6H3066-001 666-0161-003
666-091-001 S1H3090-001 0529-1-000

C5L0108-001 87L3002-001 666-7-E-000

4. Drawing 136-42-849, parts list item 2, change specification
"MIL-I-23053", two places, with "SAE AMS-DTL-23053"

5. Medium Test Head 136-42-1002, NSN:666-00-182-7534 required in this
procurement for the fabrication of the seal tube (per 136-42-1020) shall be

GFM and can be obtained by contacting Mrs. Twyla Lingard, AMSSB-RSO-ADM,
X8024.

6. No shelf Life markings are required for this procurement.

7. Drawing 136-42-1311: All testing identified on section III "PREPRODUCTION
AND EVALUATION ACCEPTANCE TEST" shall be performed by the government at Pine
Bluff Arsenal.

8. Drawing 136-42-849: "Distribution Statement A" shall apply.

Page 1 of 2
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SECTION C (Cont)

TDPL: 136-42-849

NOMEN: Peripheral Seal Tube, Small

STATEMENT OF WORK - OZONE DEPLETING CHEMICALS

l.a. The following specifications and standards may be listed and
included as art of this Technical Data Package (TDP)/ Scope of Work
(SOW) :

MIL-STD-2073/1

b. Other specifications and standards, which identify ODCs among
alternative substances for use, are part of this TDP/SOW as follows:

N/A

c¢. The above specifications and standards allow the optional use of
Ozone Depleting Substances (ODS) or Ozone Depleting Chemicals (ODC).
Preference should be given to the Non-ODS/ODC choices in compliance
with Executive Order 12843, dated April 21, 1993, "Procurement
Requirements and Policies for Federal Agencies for Ozone Depleting
Substances".

2. Other specifications and standards containing ODS/ODC materials and
included in this TDP for which a substitute is provided are as follows:

N/A

3. Other specifications and standards included in this TDP that specify
use of an ODS/ODC and have been approved for use are as follows:

N/A -
4. NOTE: Offerors are requested, although not obligated, to perform

their own screening of the TDP specifications and standards or SOW and
identify any additional potential ODS/ODC to the contracting officer.



Packaging Requirements Sheet
Commercial

PRON: C401AA01 DATE: 20 APR 2000

NSN: 6665-01-179-4350.

MILSTRIP: : SUE LERCH/28202.

The preservation, packing, and marking requirements for the item
identified above shall be accomplished in accordance with the performance
requirements defined herein.

The following Packaging requirements shall apply:

PRESERVATION: COMMERCIAL

LEVEL OF PACKING: Commercial
QUANTITY PER UNIT PACKAGE; (001
QUANTITY OF UNIT PACKAGES PER INTERMEDIATE CONTAINER:
Unit Package Weight (Ibs.)--- Unit Package Cube (Cubic Feet)---

Unit Package Size (length x Width x Depth)(Inches)---

1 Packaging - Preservation, packaging, packing, unitization and marking
furnished by the supplier shall provide protection for a minimum of one
year and meet or exceed the following requirements:

1.1 Cleanliness - Items shall be free of dirt and other contaminants
which would contribute to the deterioration of the item or which would
require cleaning by the customer prior to use. Coatings and
preservatives applied to the item for protection are not considered
contaminants.

1.2 Preservation - Items susceptible to corrosion or deterioration
shall be provided protection such as preservative coatings, volatile
corrosion inhibitors, or desiccated unit packs.

1.3 Cushioning - Items requiring protection from physical and
mechanical damage (e.g. fragile, sensitive, material critical) or which
could cause physical damage to other items, shall be protected by
wrapping, cushioning, pack compartmentalization, or other means to
mitigate shock and vibration to prevent damage during handing and
shipment.

2 Unit package

2.1 Unit Package - A unit package shall be so designed and constructed
that it will contain the contents with no damage to the item(s), and
with minimal damage to the unit pack during shipment and storage in the
shipping container, and will allow subsequent handling. The outermost
component of a unit package shall be a container such as a sealed bag,
carton or box.

2.2 Unit Package Quantity - Unless otherwise specified, the unit
package quantity shall be one each part, set, assembly, kit, etc.

3. Intermediate Package
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3.1 Intermediate packaging is required whenever the quantity is over
one (1) gross of the same national stock number and when such use
enhances handling and inventorying, or whenever the exterior surfaces
of the unit pack is a bag of any type, regardless of size, or whenever
the unit pack is less than 64 cubic inches, or when the weight of the
unit pack is under five (5) pounds and no dimension is over twelve (12)
inches. Intermediate containers shall be limited to a maximum of 100
unit packs, a net load of 40 pounds, or a maximum volume of 1.5 cubic
feet, whichever occurs first.

4 Packing

4.1 Unit packages and intermediate packages not meeting the
requirements for a shipping container shall be packed in shipping
containers. All .shipping containers shall be the most cost effective
and shall be of minimum cube to contain and protect the items.

4.2 Shipping Containers - The shippifng container (including any
necessary blocking, bracing, cushioning, or waterproofing) shall comply
with the regulations of the carrier used and shall provide safe
delivery to the destination at the lowest tariff cost. The shipping
container shall be capable of multiple handling, stacking at least ten
feet high, and storage under favorable conditions (such as enclosed
facilities) for a minimum of one year.

Unitization: Shipments of identical items going to the same destination
shall be palletized if they have a total cubic displacement of 50 cubic
feet or more unless skids or other forklift handling features are
included on the containers. Pallet loads must be stable, and to the
greatest extent possible, provide a level top for ease of stacking. A
palletized load shall not exceed 4,000 pounds and should not exceed 52
inches in length or width, or 54 inches in height. The load shall be
contained in a manner that will permit safe handling during shipment and
storage.

Marking: All unit packages, intermediate packs, exterior shipping
containers, and, as applicable, unitized loads shall be marked in
accordance with MIL-STD-129, Revision N, Date at 7 including bar
coding, see AIM-BC1l, Uniform Symbology ‘'specification (USS) -39, Document
Number X5-2. The contractor is responsible for application of special
markings as discussed in the Military Standard regardless of whether
specified in the contract or not. Special markings include, but are not
limited to, Shelf-life markings, structural markings, and transportation
special handling markings. The marking of pilferable and sensitive
materiel will not identify the nature of the materiel.

Hazardous Materials: In addition to the general instructions listed
above, hazardous materials or items as defined in CFR Title 49 are also
subject to all applicable Department of Transportation regulations for
packaging/packing, marking, labeling, container certification, and
transport as listed in Code of Federal Regulations Title 49, Parts 100-
180. If the shipment originates from outside the continental United
States, the shipment shall be prepared in accordance with the United
Nations Recommendations on the Transport of Dangerous Goods in a manner
acceptable to the Competent Authority of the nation of origin and in
accordance with regulations of all applicable carriers.



Quality Assurance: The contractor is responsible for establishing a
quality system. -Full consideration to examinations, inspections, and
tests will be given to ensure the acceptability of the commercial )
package.

SUPPLEMENTAL INSTRUCTIONS:



Packaging Requirements Sheet
Commercial

PRON: C40IAA02 DATE: 20 APR 2000

NSN: 6665-00-916-1743.

MILSTRIP: : SUE LERCH/28202.

The preservation, packing, and marking requirements for the item
identified above shall be accomplished in accordance with the performance
requirements defined herein.

The following Packaging requirements shall apply:

PRESERVATION: COMMERCIAL
LEVEL OF PACKING: Commercial
QUANTITY PER UNIT PACKAGE: 001
QUANTITY OF UNIT PACKAGES PER INTERMEDIATE CONTAINER:
Unit Package Weight (Ibs.)--- Unit Package Cube (Cubic Feet)---
Unit Package Size (length x Width x Depth)(Inches)---

1 Packaging - Preservation, packaging, packing, unitization and marking
furnished by the supplier shall provide protection for a minimum of one
year and meet or exceed the following requirements:

1.1 Cleanliness - Items shall be free of dirt and other contaminants
which would contribute to the deterioration of the item or which would
require cleaning by the customer prior to use. Coatings and
preservatives applied to the item for protection are not considered
contaminants.

1.2 Preservation - Items susceptible to corrosion or deterioration
shall be provided protection such as preservative coatings, volatile
corrosion inhibitors, or desiccated unit packs.

1.3 Cushioning - Items requiring protection from physical and
mechanical damage (e.g. fragile, sensitive, material critical) or which
could cause physical damage to other items, shall be protected by
wrapping, cushioning, pack compartmentalization, or other means to
mitigate shock and vibration to prevent damage during handing and
shipment.

2 Unit package

2.1 Unit Package - A unit package shall be so designed and constructed
that it will contain the contents with no damage to the item(s), and
with minimal damage to the unit pack during shipment and storage in the
shipping container, and will allow subsequent handling. The outermost
component of a unit package shall be a container such as a sealed bag,
carton or box. :

2.2 Unit Package Quantity - Unless otherwise specified, the unit
package quantity shall be one each part, set, assembly, kit, etc.

3. Intermediate Package
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3.1 Intermediate packaging is required whenever the quantity is over
one (1) gross of the same national stock number and when such use
enhances handling and inventorying, or whenever the exterior surfaces
of the unit pack is a bag of any type, regardless of size, or whenever
the unit pack is less than 64 cubic inches, or when the weight of the
unit pack is under five (5) pounds and no dimension is over twelve (12)
inches. Intermediate containers shall be limited to a maximum of 100
unit packs, a net load of 40 pounds, or a maximum volume of 1.5 cubic
feet, whichever occurs first.

4 Packing

4.1 Unit packages and intermediate packages not meeting the
requirements for a shipping container shall be packed in shipping
containers. All shipping containers shall be the most cost effective
and shall be of minimum cube to contain and protect the items.

4.2 Shipping Containers - The shippifg container (including any
necessary blocking, bracing, cushioning, or waterproofing) shall comply
with the regulations of the carrier used and shall provide safe
delivery to the destination at the lowest tariff cost. The shipping
container shall be capable of multiple handling, stacking at least ten
feet high, and storage under favorable conditions (such as enclosed
facilities) for a minimum of one year.

Unitization: Shipments of identical items going to the same destination
shall be palletized if they have a total cubic displacement of 50 cubic
feet or more unless skids or other forklift handling features are
included on the containers. Pallet loads must be stable, and to the
greatest extent possible, provide a level top for ease of stacking. A
palletized load shall not exceed 4,000 pounds and should not exceed 52
inches in length or width, or 54 inches in height. The load shall be
contained in a manner that will permit safe handling during shipment and
storage.

Marking: All unit packages, intermediate packs, exterior shipping
containers, and, as applicable, unitized loads shall be marked in
accordance with MIL-STD-129, Revision N, Date 15 May 97 including bar
coding, see AIM-BC1l, Uniform Symbology ‘specification USS) ~39, Document
Number X5-2. The contractor is responsible for application of special
markings as discussed in the Military Standard regardless of whether
specified in the contract or not. Special markings include, but are not
limited to, Shelf-life markings, structural markings, and transportation
special handling markings. The marking of pilferable and sensitive
materiel will not identify the nature of the materiel.

Hazardous Materials: In addition to the general instructions listed
above, hazardous materials or items as defined in CFR Title 49 are also
subject to all applicable Department of Transportation regulations for
packaging/packing, marking, labeling, container certification, and
transport as listed in Code of Federal Regulations Title 49, Parts 100-
180. If the shipment originates from outside the continental United
States, the shipment shall be prepared in accordance with the United
Nations Recommendations on the Transport of Dangerous Goods in a manner
acceptable to the Competent Authority of the nation of origin and in
accordance with regulations of all applicable carriers.



Quality Assurance: The contractor is responsible for establishing a
quality system. Full consideration to examinations, inspections, and
tests will be given to ensure the acceptability of the commercial
package.

SUPPLEMENTAL INSTRUCTIONS :



DOCUMENT SUMMARY LIST

Item: PERIPHERAL SEAL, MEDIUM AND SMALL
NSN:
Control Number/PRON: C40IAA01, C401AA02

Identifies all first tier documents (cited in SOW) (applicable DIDs). Also included are all
referenced documents (2nd, (includes DID block 10 references), 3" and lower tier) which have
been tailored.

DOCUMENT CATEGORY:

CATEGORY O - Unless otherwise specified in the solicitation, contract, or contract
modifications, all documents are for guidance and information only.

CATEGORY 1 - The requirements contained in the directly cited document are contractually
applicable to the extent specified. All referenced documents are for guidance and information
only.

CATEGORY 2-The réquirements contained in the directly cited document and the reference
documents identified in the directly cited document are contractually applicable to the extent
specified. All subsequently referenced documents are for guidance and information only.

CATEGORY 3 - Unless otherwise specified in the solicitation, contract or contract modification,
all requirements contained in the directly cited document and all reference and subsequently
referenced documents are contractually applicable to the extent specified.

Document Number

(Contract Reference) Document Date/
Applicable Tailoring Document Title Document Category
1a. MIL-STD-973 Configuration Management 17 Apr 92

' Cat 2

See section C clause(s) titled: Value Engineering Change Proposals, Engineering Change
Proposals, Deviation and/or Ozone-Depleting Substances.

In the application of MIL-STD-973 Paragraphs 5.4.3, 5.4.4 and 5.4.8 apply, and are tailored as
follows:

(1) Page 53, para 5.4.3.4., Delete "a contractor designed form, or a letter" in the first sentence.

(2) Page 53, para 5.4.3.3.2a., Line 5, add "or size" after "weight".

(3) Page 53, Delete para 5.4.3.5., and replace by, "Unless otherwise specified in the contract,
requests for critical deviations should be approved or disapproved within 30 calendar days of
receipt by the Government and for all other deviations within 60 calendar days of receipt by the
Government.”

(4) Para 5.4.3.5.1. Minor deviations.
Line 3. Delete "...by the activity...Class Il change" and insert "by the Contracting Officer."
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(5) Page 55, para 5.4.4.3.2a., Line 7, add "or size" after "weight".

(6) Page 56.Delete paragraph 5.4.4.5 and replace by "Unless otherwise specified in the
contract requests for critical waivers should be approved or disapproved within 30 calendar days
of receipt by the Government and for all other RFWs within 60 calendar days of receipt by the
Government."

(7) Para 5.4.4.5.1. Minor waivers. '

Lines 4 and 5. Delete "...Contract Administration Office (CAO)." Insert "...Configuration Manager
and a Government Contracting Officer." -

(8) Page 61, para 5.4.8.3.4., in line 6 add "or size" after "weight".

(9) Page 61, Add new para 5.4.8.3.4.1., "An RFD shall be supported by test data and analysis,
where appropriate, and provided to support the decision regarding acceptance of the
nonconformance."

(10) Page 61, Delete para 5.4.8.3.5. and replace by, "Unless otherwise specified in the
contract, deviations are approved and authorized only by the Contracting Officer. Critical
deviations should be processed within 30 calendar days of receipt by the Government and all other
RFDs processed within 60 calendar days of receipt by the Government.”

(11) Page 62, para 5.4.8.4, Delete lines 7 thru 10 and replace with "standard. All RFWs shall
be submitted as specified in the contract for approval or disapproval and acceptance or
rejection by the authorized Contracting Officer.”

(12) Page 62, para 5.4.8.4.4., on line 6 add "or size" after "weight".
(13) Page 62, Add new para 5.4.8.4.4.1., "an RFW shall be supported by test data and

analysis, where appropriate, and provided to support the decision regarding acceptance of the
nonconformance.”

1b. Interim Notice 3 (DO) Configuration Management 13 Jan 95
Cat2

1c. DI-CMAN-80639B Engineering Change Proposal 13 Jan 95
(seq A0O1) Cat2

1d. DI-CMAN-80640B Request for Deviation 13 Jan 95
(seq A002) Cat 2

1e. DI-CMAN-80641B Request for Waiver 13 Jan 95
(seq A003) Cat2

1f. DI-CMAN-80642B Notice of Revision 13 Jan 95
(seq A004) Cat2

2. ANSI/ISO/ASQC Q9002 Model for Quality Assurance in 18 Jul 94

or equivalent Production, Installation & Servicing




3a. NCSL Z540-1
(ES7010)

ISO 10012-1
(ES7010)

3b. DI-QCIC-81006
(DD Form 1423)

General Requirements for

Calibration Laboratories and

Measuring and Test Equipment
OR

Quality Assurance Requirements

for Measuring Equipment, Part 1:

Metrological Confirmation System

Special Inspection Equipment
Descriptive Documentation

30 Aug 94

1992

11 Sep 89
Cat1




LIST OF ADDRESSES

(see block 14 of DD Form 1423 for symbols that apply)

Commander

U.S. Army TACOM-RI
ATTN: AMSTA-CM-CREC
Rock Island, IL 61299-7630

Commander

U.S. Army TACOM-RI
ATTN: AMSTA-LCRS
Rock Island, IL 61299-7630

Commander

U.S. Army Soldier and Biological Chemical Command
ATTN: AMSSB-RSO-ADM (RI)

Rock Island, IL 61299-7390

Commander

U.S. Army Soldier and Biological Chemical Command
ATTN: AMSSB-RSO-IPM (R)

Rock Island, IL 61299-7390

Commander
U.S. Army Soldier and Biological Chemical
ATTN: AMSSB-RIM- or AMSSC-RIM- (N)

Kansas Street
Natick, MA 01760-5052

Commander

U.S. Army Soldier and Biological Chemical Command
ATTN: AMSSB-REN-_____ (A)

Aberdeen Proving Ground, MD 21010-5423

Ayl/lm Mi=~r 008



ADDRESS CODE DISTRIBUTION - for ECPs.RFDs/RFWs/VECPs

(Configuration Management)

1. Concurrent transmittal of Engineering Change Proposals (ECPS) ,
Requests for Deviation (RFDs), Requests for Waivers (RFWs) or Value
Engineering Change Proposals (VECPs) shall be submitted by the
Contractors by either emailing or faxing engineering actiors as follows:

5. The contractor shall electronically transmit copies to:

a. (SBCCOM (RI) Engineering Office)
OFFICE: AMSSB-RSO-IPM (RI)
POC: Willie Felix
EMAIL: felixa@ria.army.mil
FAX: (309) 782-7162

b. (Contracting Officer)
OFFICE: AMSTA-CM-CREC
POC: Joyce L. Klein
EMAIL: kleinje@eria.army.mil
FAX: (309) 782-1218

c. Administrative Contracting Officer
3. For VECPs only:
a. (Design Agency)
OFFICE: AMSSB-REN-R (A)
POC: Kimberly Walton

EMATIL: krwalton@sbccom.apgea.army.mil
FAX: (410)436-3912

11 Ae_ouenT 00
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10.

12.

16.

10.

12.

16.

CONTRACT DATA REQUIREMENTS LIST
DD FORM 1423 (MECHANIZED)
CATEGORY: MISC SYSTEM/ITEM: PERIPHERAL SEAL, MEDIUM & SMALL
TO CONTRACT/PR: C40IAAO01,C40IAA02

SEQUENCE NUMBER 14. DRFT/REG/REPRO
. DISTRIBUTION COPIES

TITLE OF DATA ITEM

SUBTITLE
DATA ITEM NUMBER .

CONTRACT REFERENCE

TECHNICAL OFFICE 7. bD 8. APP 9. DIST STATEMENT

250 CODE REQUIRED
FREQUENCY 11. AS OF DATE 15. TOTAL:
DATE OF 1ST SUBMISSION 13. DATE OF SUBSEQUENT SUBMISSION

A001 14
SEE ADDRESS CODE / /
ENGINEERING CHANGE PROPOSAL (ECP) DISTRIBUTION / 7/
* ATTACHED / /

DI-CMAN-80639B

MIL-STD-973

AMSSB-RSO-ADM (RI) 7. LT 8. - 9.**

ASREQ 11. --- 15. TOTAL o/ o/ ©
ASREQ 13.

REMARKS

ECP SHORT FORM SHALL BE USED FOR THE SUBMISSION AND PROCESSING OF ALL CLASS
II ENGINEERING ACTIONS. **DISTRIBUTION STATEMENT WILL BE ASSIGNED AND
IMPLEMENTED BY THE DOD CONFIGURATION MANAGER.

AQO02 14
SEE ADDRESS CODE / /
REQUEST FOR DEVIATION (RFD) DISTRIBUTION !/ /
ATTACHED / /

DI-CMAN-80640B

MIL-STD-973

. AMSSB-RSO-ADM (RI) 7. LT 8. - 9.**
ASREQ 11. --- 15. TOTAL o/ o/ 0O
ASREQ 13.
REMARKS

**DISTRIBUTION STATEMENT WILL BE ASSIGNED AND IMPLEMENTED BY THE DOD CON-
FIGURATION MANAGER.

e{0O



1. AQO3 14.

SEE ADDRESS CODE / /
2. REQUEST FOR WAIVER (RFW) DISTRIBUTION / /
3. . ATTACHED / /
4. DI-CMAN-80641B
5. MIL-STD-973
6. AMSSC-HB-ADM(RI) 7. LT 8. - 9.**
10. ASREQ 11. --- 15. TOTAL 0/ 0/ 0
12. ASREQ 13.

16. REMARKS .
**DISTRIBUTION STATEMENT WILL BE ASSIGNED AND IMPLEMENTED BY THE DOD CON-

FIGURATION MANAGER.

1. AQO4 14

SEE ADDRESS CODE / /
2. NOTICE OF REVISION (NOR) DISTRIBUTION !/ /
3. ATTACHED / /

4. DI-CMAN-80642B

5. MIL-STD-973

6. AMSSB-RSO-ADM(RI) 7. LT 8. - 9.**
10. ASREQ 11. --- 15. TOTAL o/ o/ 0
12. ASREQ 13.

16. REMARKS
THE CONTRACTOR SHALL PREPARE AND SUBMIT A NOR FOR EACH DRAWING, ASSOCIATED
LIST, OR OTHER REFERENCED DOCUMENT WHICH REQUIRE REVISION AFTER ECP
APPROVAL. **DISTRIBUTION STATEMENT WILL BE ASSIGNED AND IMPLEMENTED BY
THE DOD CONFIGURATION MANAGER.

ALL THE ABOVE MAY BE SUBMITTED TO:

COMMANDER

U.S.ARMY SOLDIER AND BIOLOGICAL CHEMICAL COMMAND (SBCCOM)
ATTN: AMSSB-RSO-ADM (CDE QA CELL) BLDG.62, 1**floor,West Wing
ROCK ISLAND,IL 61299-7390

1. A005 14.

AMSSB-RSO-ADM (RI) / 2/
2. SPECIAL INSPECTION EQUIPMENT DESCRIPTIVE DOC. / /
3. AIE DESIGN DOCUMENATION QAR / /

2



Cco (LT ONLY) / /
4. DI-QCIC-81006

5. SECTION E

6. AMSSB-RSO-ADM (RI) 7. XX 8. A 9. N/A
10. ONE/R 11.N/A 15. TOTAL 0/ 3/0
12. ** 13 .WHEN REV. ,

16. REMARKS
*BLOCK 4: DO NOT ADDRESS PARAGRAPHS 10.1, 10.2,10.4.1(f) AND 10.4.2.
TIGNORE ALL REFERENCE TO THE WORD “SPECIAL” IN DID.SUBMIT FOR ALL TESTS
AND ALL CRITICAL, SPECIAL AND MAJOR CHARACTERISTICS IN SPECIFICATION OR
QAP. UNLESS OTHERWISE SPECIFIED, INSPECTION EQUIPMENT INCLUDES STANDARD
MEASURING AND TEST EQUIPMENT AND/OR COMMERCIAL OFF THE INSPECTION/TEST
EQUIPMENT. **BLOCK 12:SUBMIT 45 DAYS PRIOR TO FA,OR PRODUCTION, IF FA IS
WAIVED. THE GOVERNMENT WILL RESPOND WITHIN 45 DAYS OF RECEIPT OF ORIGNALS
" AND REVISIONS. REVISIONS ARE TO BE SUBMITTED WTHIN 10 DAYS OF RECEIPT
OF GOVERNMENT RESPONSE. IF DOCUMENTATION WAS APPROVED ON PRIOR CONTRACT
AND NO CHANGES WERE MADE, SUBMIT ONLY EVIDENCE OF PRIOR APPROVALS.
A1l submissions should be presented in the following formats via e-mail or
on PC compatible CD-ROM,100MB Iomega ZIP disks, or 3.5"high density floppy

discs Textual Information MS Office compatible
(i.e. doc.xls,rtf)
Technical Drawings Windows Metafile,Bitmap, JPEG,
DesignCAD 2D or AutoCAD formats
Illustrations/Photos Windows Metafile,Bitmax, JPEG

(i.e.WMF, BMP, JPG, GIF)
Files may be compressed using ZIP program.
WARNING: Large packages may cause delays in delivery using mail internet.
Email subject line must contain end item nomenclature.
Email michaelw@ria.army.mil
Postal :US ARMY SOLDIER AND BIOLOGICAL CHEMICAL COMMAND (SBCCOM)
ATTN : AMSSB-RSO-ADM(RI), CDE QA CELL,BLDG.62,ROCK ISLAND, IL 61299-7390




APPROVED BY: STEPHEN J HANSEN, SDMO, AMSTA-AR-QAD DATE: 04/26/2000



INSTRUCTIONS FOR COMPLETING DD FORM 1423
(See DoD 5010.12-M for detailed instructions)

FOR GOVERNMENT PERSONNEL
Item A. Self-explanatory.

Item B. Self-explanatory.

Item C. Mark (X) appropriate category: TDP - Technical Data Package; TM
- Technical Manual; Other - other category of data, such as AProvisioning=,
AConfiguration Management=, etc.

Item D. Enter name of system/item being acquired that data will support.
Item E. Self-explanatory (to be filled in after contract award).

Item F. Self—explaqatory (to be filled in after contract award).

Item G. Signature of preparer of CDRL.

Item H. Date CDRL was prepared.

Item 1. Signature of CDRL approval authority.

Item J. Date CDRL was approved.

Item 1. See DoD FAR Supplement Subpart 4.71 for proper numbering.
Item 2. Enter title as it appears on data acquisition document cited in Item 4.

Item 3. Enter subtitle of data item for further definition of data item
(optional entry).

Item 4. Enter Data Item Description (DID) number, military specification
number, or military standard number listed in DoD 5010.12-L (AMSDL), or
one-time DID number, that defines data content and format requirements.

Item 5. Enter reference to tasking in contract that generates requirement for
the data item (e.g., Statement of Work paragraph number.

Item 6. Enter technical office responsible for ensuring adequacy of the data
item.

Item 7. Specify requirement for inspection/acceptance of the data item by
the Government.

Item 8. Specify requirement for approval of a draft before preparation of the
final data item.

Item 9. For technical data, specify requirement for contractor to mark the
appropriate distribution statement on the data (ref. DoD 5230.1\24).

Item 10. Specify number of times data items are to be delivered.

Item 11. Specify as-of date of data item, when applicable.

Item 12. Specify when first submittal is required.

Item 13. Specify when subsequent submittals are required, when applicable.

Item 14. Enter addressees and number of draft/final copies to be delivered to
each addressee. Explain reproducible copies in Item 16.

Item 15. Enter total number of draft/final copies to be delivered.
Item 16. Use for additional/clarifying information for Items 1 through 15.

Examples are: Tailoring of documents cited in Item 4; Clarification of
submittal dates in Items 12 and 13; Explanation of reproducible copies in

Item 14; Desired medium for delivery of the data item.

DD Form 1423 Reverse, JUN 90 N

FOR THE CONTRACTOR
Item 17. Specify appropriate price group from one of the following groups
of effort in developing estimated prices for each data item listed on the DD
Form 1423. )

.

a. Group L. Definition - Data which is not otherwise essential to
the contractor=s performance of the primary contracted effort (production,
development, testing and administration) but which is required by DD Form
1423.

Estimated Price - Costs to be included under Group I are those
applicable to preparing and assembling the data item in conformance with
Government requirements, and the administration and other expenses related
to reproducing and delivering such data items to the Government.

b. Group II. Definition - Data which is essential to the
performance of the primary contracted effort but the contractor is required to
perform additional work to conform to Government requirements with regard
to depth of content, format, frequency of submittal, preparation, control, or
quality of the data item.

Estimated Price - Costs to be included under Group Il are those
incurred over and above the cost of the essential data item without
conforming to Government requirements, and the administrative and other
expenses related to reproducing and delivering such data item'to the
Govemnment.

¢. Group IIL. Definition - Data which the contractor must
develop for his internal use in performance of the primary contracted effort
and does not require-any substantial change to conform to Government
requirements with regard to depth of content, format, frequency of submittal,
preparation, control, and quality of the data item.

Estimated Price - Costs to be included under Group III are the
administrative and other expenses related to reproducing and delivering such
data item to the Government.

d. Group IV. Definition - Data which is developed by the
contractor as part of his normal operating procedures and his effort in
supplying these data to the Government is minimal.

Estimated Price - Group IV items should normally be shown on
the DD Form 1423 as no cost.

Item 18. For each data item, enter an amount equal to that portion of the
total price which is estimated to be attributable to the production or
development for the Government of that item of data. These estimated data
prices shall be developed only from those costs which will be incurred as a
direct result of the requirement to supply the data, over and above those costs
which would otherwise be incurred in performance of the contract if no data
were required. These estimated data prices shall not include any amount for
rights in data. The Government=s right to use the data shall be govemned by
the pertinent provisions of the contract.



GUIDANCE ON DOCUMENTATION OF CONTRACT REQUIREMENTS LIST (CDRL)

The following information is furnished to provide guidance with respect fo the abbreviations and
codes utilized in various blocks of DD Form 1423, Contract Data Requirements List.

Block 1. Sequence Number. This number is specified by DOD components in accordance with FAR
Supplement Subpart 4.71. 7

Block 2. Title of Description of Data. This represents the title or brief description of the data. This
title should be identical to the Data Item Description (DID) title with Block 3 being used for further
identification, if required.

Block 3. Subtitle of Data. If the title requires further identification, a subtitle is entered.

Block 4. Authority, Data Item Number. Data item number of the DID which provides the data
preparation instructions.

Block 5. Contract Reference. The specific paragraph number of the contract procurement request,
system specification, or other applicable document which identifies the effort associated with the
data item authorized by Block 4 above.

Block 6. Technical Office. The office that is responsible for assuring the adequacy of the data item
unless this responsibility is delegated elsewhere in the contract or in Block 7 on the DD Form 1423.

Block 7. DD Form 250 Requirement. This block designates the location (contractor's facility or
destination) for performance of Government inspection and acceptance. The applicable codes for
inspection and acceptance are cited below. The Government activity to perform the destination
acceptance task is entered in Block 14 as the first addressee.

Code Inspection Acceptance

5SS  *Source(DD Form 250) *Source(DD Form 250)

DD  Destination(DD Form 250) Destination(DD Form 250)

SD  *Source(DD Form 250) Destination(DD Form 250)

DS  Destination(DD Form 250) *Source(DD Form 250)

LT Letter of Transmittal only

NO  No inspection or acceptance required

XX  Inspection/acceptance requirements specified elsewhere in the contract.

*Source indicates contractor's facility,

Block 8. Approval Code. Items of critical data requiring specified advanced written approval, such as
test plans, are identified by an "A" in this field. This data requires submission of a preliminary draft
prior to publication of the final document. When advanced approval is not required, this field is blank.
Block 9. Distribution Statement Required. The code letter corresponding to the distribution
statement to be marked on the technical data item by the contractor, in accordance with DoD

Directive 5230.24 and the guidance in DoD 5010.12-M.

Block 10. Frequency. The codes that appear in this block are cited below:



ANNLY  Annually ASGEN As generated™

ASREQ As required® BI-MO Every 2 months

BI-WE Every 2 weeks DAILY Daily

DFDEL Deferred Delivery MTHLY Monthly

ONE/P  One Preliminary ONE/R One time with revisions
QRTLY  Quarterly R/ASR Revision as required®
SEMIA Every 6 months WEKLY Weekly

XTIME** Number of time to be submitted (1ITIME, 2TIMES, etc.)

*Use of these codes requires further explanation in block 16 to provide the contractor with guidance
necessary to accurately price the deliverable data item.

** A number must be inserted in place of the "X".

Block 11. As of Date (AOD). When data it submitted only once, this block indicates the number of
days the data is to be submitted prior to the end of the reporting period: e.g., "15" would place the
AOD for this report as 15 days before the end of each month, quarter, or year depending on the
frequency established in Block 10; "0" places the AOD at the end of the month, quarter, or year,
Further guidance is shown in Block 13 or 16 as required.

Block 12. Date of First Submission. This block indicates the initial data submission date
(Year/Month/Day). When the contract start date has not been established, this block indicates the
number of days after the contract start date that the data is due: e.g., 30 days after contract (DAC).
Further information, if required is contained in Block 13. "DFDEL" indicates deferred delivery.

Block 13. Date of Subsequent Submission/Event Identification. When data is submitted more than
once, the date(s) of subsequent submission(s) is indicated in this block. Example: “Not later than
(NLT) 15 days before start of production”; "45 days before first article", etc.

Block 14. Distribution and Addressees. Addressees and number of copies
(draft/regular/reproducible) to be forwarded to each addressee as cited in this block. Addressees
are indicated by office symbols (i.e., AMSIO-XYZ). A list explaining these symbols and their
addressees is attached to the form. When reproducible copies are required, the type of copies
required will be cited in this block or Block 16.

NOTE: Unless otherwise cited in Block 10 of DD Form 1664, entries in Blocks 3 through 9 on DD Form
1664, Data Item Descriptions, are for information purposes only and are not contractually binding.

NOTE: Tt is required that data items be delivered using electronic media. Where possible electronic
transmission (e-mail) is the most preferred method. Refer to the Contract Data Requirements List
(CDRL), DD Form 1423 for more specific information (i.e., e-mail addresses, etc.)

For narrative kinds of reports, submission of a 3 1/2 inch disk in Rich Text Format (RTF), Microsoft
Word or by e-mail is acceptable.

For spreadsheets or database kinds of reports, the acceptable software packages would be Microsoft
Office products, i.e., Access or Excel. If these packages are not available, the information could be
forwarded using a word processing kind of document saved ina Rich Text Format (RTF).



	ATTACH 001
	ATTACH 002
	ATTACH 003
	ATTACH 004
	ATTACH 005
	ATTACH 006
	ATTACH 007
	ATTACH 008
	ATTACH 010
	ATTACH  1A
	ATTACH  4A

