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APPLICABLE STANDARDS/SPECIFICATIONS:

A. DOD-5TD-00100
B. ANSI Y14.5M - 1982

PAINT PROCEDURE:

A. ALL SURFACES FOR PAINTING SHALL BE PREPARED AND

PAINTED PER MIL-STD-171 AS SPECIFIED ON THE DRAWING.

B. APPLY PRIMER PER SPECIFICATIONS MIL-P-53022,
MIL-P-53030,; OR AN APPROVED EQUIVALENT.

C. APPLY TOP COAT SPECIFICATION MIL-C-22750 OR AN
APPROVED EQUIVALENT.

D. APPROVED EQUIVALENTS SHALL BE THOSE APPROVED BY
USA BELVOIR RESEARCH AND DEVELOPMENT CENTER,

ATTENTION: STRBE-VO,; FT BELVOIR, VA 22060-5606.
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UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES

TOLERANCES ON:
2 PLACE

* *

3 PLACE

CONTRACT NUMBER
DAAEQ7-84-C-R023
CONTRACTOR

GENERAL DYNAMICS
LAND SYSTEMS DIVISIONS

U.S. ARMY TANK AUTOMOTIVE
AND ARMAMENTS COMMAND

WARREN, MICHIGAN 48397-5000

MATERIAL

DATE CYR-MO-DA)
84-10-16

DRAWN BY
B GMP

CHECKER

RWL ENGINEER

5CP

INTERIOR CARC

PAINT SPEC

G ELILO EIBLA

MATL ENGRG QAP APPROVAL

DESIGN
APPROVAL WARAD A. LEBRUM

SIZE
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