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(FROM)
PREVIOUS SPEC
MIL-Q-9858A
MIL-1-45208A

MIL-STD-1520ABC
MIL-P-46843
MIL-P-28309A
MIL-C-288098

(C replaces MIL-P)

MIL-5-46844
MIL-STD-2000 & 2000A

MIL-STD-45743E

MIL-STD-454(E-thru"x")
MIL-STD-454(E-thrv*x™)
MIL.-M-38510J
MIL-STD-108
MIL.STD-1535

MIL-STD-109
QQss71
MIL-STD-275
MIL-P-$5640

MIL-F-14256
MIL-STD-43662E
MIL-8-52779

MIL-STD-217

01/19/00 (SLT)

NORTHROP GRUMMAN LASER SYSTEMS » 913097828713

NO. 439

LITTON SYSTEMS INC., LASER SYSTEMS DIVISION

SPECIFICATION CROSS-REFERENCE MATRIX

SUBJECT
Quality Program Requirements

Inspection System Requirements

Corrective Action and Disposition System For
Nonconforming Materinl

Printed Wiring Assemblies

Printed Wiring Assemblies

Circuit Card Assemublies, Rigid, Flexiblie And
Rigid-Flex

Solder Bath

Std Requirements for Soldered Electrical and
Electronic Systems

Soldering, Manual Typs, High Reliabilty,
Electrical and Electrical Equipment

Requirement § {Soldering)

Requircment 9 (Workmanship)
Microciteuits, General Specifications for
Table for lnspection by Attributes

Supplier Quality Assurance Program
Requirements

Quality Assurance Tarms and Definitions
Solder, Tin Alloy, Tin Lead Alloy & Lead Alloy
Printed Wising for Electronic Equipment

Printed Wiring Boards, Multilayer (Plated-
Through Hole)

Flux, Soldering, Liquid (Rosin Base)
Calibration Systems Requiremants
Software Quality Plan

Relisbility Prediction

{To)
CURRENT SPEC
180 9001 - 1994
1SO 9001 - 1994
1SO 9001 — 1994
ANSIIPC-A-610 & IPC-CMT10 and
ANSVIPC-1-STD-001A

ANSVIPC-A-610 & [PC-CM770 and
ANSUIPC-J-STD-00LA

ANSIIPC-A-610 & IPC-CM-770 xud ANSUIPC-J-

STD-00IA
ANSUVIPC-J-STD-001A Clasy 3
ANSVIPC-1STD-001A Clast 3

ANSLUTPC-)-STD-00]A Class 3

ANSVIPC-J-STD-001A Class 3
MIL-HDRK-454
MIL-PRF-)8535E(2)
ANSUASQC Z1 4 1993

1S0 9001 - 1994

ANSU/ISO A3402 1994
ANSIPC-J-STD-006
IPC-D-275

IPC-D-279

ANSUIPC-1-STD-004

iSO 100121

1SO 900} ~ 1994 (Tailored to ISO 9000-3 - 1991)
MIL.HDBK-217F Notice 2 for Optics and Motors

and BELLCORE: RQGR, PR-796 for Electronic
Equipment
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