DAAE20-02-P-0039                 ATTACHMENT 002

5.  PACKAGING
5.1  Preservation/packaging/packing shall be in accordance with ASTM‑D‑3951, and the following additional requirements.  The unit pack quantity shall be 1 each.  A unit consists of a lift with all of the truck component handling accessories, and two sets of manuals.  In this packaging section when the term “lift” is used it means the complete contents of the unit pack.  All components of the unit pack shall be placed in a single container for shipping and no more than one shipping container shall be placed on a pallet for shipment. 

5.2  Additional Requirements:

5.2.1  The lift shall be free from all contaminants, dirt, grease, grit, fingerprints and the like.  The cleaning process plus the compounds used shall not accelerate corrosion, shall not be detrimental to the substrate, and shall be compatible with the applied preservatives.  Preservatives applied to prevent deterioration and corrosion are not considered contaminants.  

5.2.2  Technical data and manuals furnished shall be placed inside the unit pack and protected from damage by moisture, grease, physical pressure, heat, and humidity.

5.2.3  The arrangement of the lift in the shipping container plus the materials used to anchor, block, brace and cushion the lift shall not be detrimental to the substrate and shall prevent any physical or functional damage e.g., scratching, denting, galvanic corrosion and misalignment.

5.2.4  The fully loaded container shall be capable of withstanding without damage to the container or its contents frequent handling by any means e.g. hand, forklift, sling, dolly, etc., plus static top loading to a minimum of three times the weight of the container and its contents.

5.2.5  Palletization.  Each unit pack (consisting of one lift with all of its additional components) shall be placed on a pallet of its own for shipment.  

5.2.6  Workmanship shall be such that when proper procedure is followed, materials and equipment being processed shall be provided the maximum protection against corrosion and deterioration and be suitable for storage. 

5.2.7  If oak or chestnut wood products are used in the performance of this contract, these wood or wood products must be free of all bark.

5.2.8  The preservation and packaging requirements, as stated, are deemed necessary due to the likelihood of lengthy periods of storage before the items are issued for use.  These requirements are also necessary to provide adequate protection for future shipments overseas.

5.3  Marking.

5.3.1  Marking for packaging purposes shall be by any means that is not readily removable.  All bar code markings specified below shall use the 3 of 9 format in accordance with ANSI MH10.8.1-2000.

5.3.2  Marking Requirements.  The marking requirements are applied at two levels of the packaging, interior and exterior.  The interior level is the level at which one can distinguish separate packages for the system, i.e. truck handling system components and tie down equipment.  They are the packages that are placed upon a pallet to be wrapped as a “unit” or a set.  The exterior level is the outer surface after the unit has been placed on its pallet and wrapped for shipment.  The markings shall be applied to the containers and not to any readily removed surfaces such as shrink wrap.   

5.3.2.1 Interior markings.  Interior containers shall be marked in capital letters of equal height proportionate to the available markings space.  These markings shall be added to any other markings that are already on the packaging that may have been supplied by the manufacturer.  The markings shall be printed onto a label and fastened onto each individual interior container.  The marking information shall contain the following information in the order listed: 

a.  “THIS ITEM IS A COMPONENT OF NSN 4910-00-585-3622, LIFT, VEHICLE DRIVE-LINE COMPONENT” (The NSN shall be printed in Arabic numerals and again below the first as a Bar Code)

b.  CAGE code of the company awarded the contract:

c.  Contract or purchase order number:

d.  Quantity of interior containers in the unit pack by sequential count:  Each individual container within the unit pack that can be handled separately before making up the unit pack shall be marked and identified as a numbered member of the group constituting the unit pack, for example:  1 of 3, 2 of 3, 3 of 3.  The same numbering scheme and sequence shall be used for every unit pack assembled through out the life of the contract.  If the lift is identified as package 1 of 3 on the first unit pack of the first shipment then it shall be so marked for all other unit packs and all other shipments under this contract.  

5.3.2.2  Exterior markings.  Markings applied to the exterior surface of the palletized unit shall be grouped into three distinct categories.  Identification markings, contract data markings and address markings.  Address markings shall be placed to the right of the identification and contract data markings.   In general, all exterior markings including the Bar Code markings shall be grouped together in the same area.  The exterior markings shall be applied to the exterior package and not to any readily removable surface such as shrink wrap.

Identification markings:
e.  “Lift, Vehicle Drive-Line Component”, 
f.   “CAGE  _______”        (cage code of the company awarded the contract)

g.  “Quantity:  1 ea”

h.  “Unit of issue:  1 ea”

i.   “Gross weight  ____________  and cube:  ________.”

Contract data markings:

k.  “contract or purchase order number: _____________________”

Address markings:

l.    Transportation Control Number (This shall serve as the single standard shipment identification number and is provided by the Contracting Officer to the contractor.  This number is not normally part of the contract award paperwork and therefore the contractor is required to contact the Contracting Officer after award and acquire this number for use in the address marking.  The contractor is not excused from this unless the contracting officer specifically states that it is not a requirement for this contract or shipment.)

m.  Name and address of the contractor awarded the contract.

n.   Name and address of the consignee (the “ship to” address)

In addition to the above information, the following shall be bar coded on the exterior of the shipping pallet.

o.  National Stock Number 

p.  Contract or order number

q.  CAGE code of the company awarded the contract
