CONTRACT C REQUI REMENTS

PRON ML31F492ML AMC 1 AMSC G ATC FTMCC

TDP 9355847 TDPL DATE 08/07/03

NSN 5998011900965 NOVENCLATURE CI RCUI T CARD ASSEMB M23

ENG NEERI NG EXCEPTI ONS: The fol | owi ng engi neeri ng changes apply to

this

procurenent action(s):

Di stribution Statenent A applies to the packagi ng draw ngs.
DI STRI BUTI ON STATEMENT " A" APPLI ES TO ALL PRODUCT DRAW NGS

FOR STABLE BASE MSTERS SEE NOTE 17 ON DRAW NG 9355846
DRAW NG 9355847
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M L- G- 39014 USE CKR TYPE CAP.
M L- R-29007/9 USE RESI STOR TYPE RWR81
M L- R- 39008/ 4 USE RESI STOR TYPE RCR42
M L- R-55182/ 7 USE RESI STOR TYPE RN50
M L- S- 19500/ 255 USE M L- PRF-2N2221A
19500/ 463 USE 1N5283-1
19500/ 231 USE 1N3600
19500/ 429 USE 2N5283-1
19500/ 400 USE JAN TX 1N4480
19500/ 117 USE JAN TX 1N9838
NOTE 2. M L-C- 28809 SHOULD BE | PC 4101

NOTE 2.3.1 M L-G 45204 SHOULD BE SAE- AM5- 2422

NOTE 2B. M L-P-13949/12 SHOULD BE | PC 4101

UNDER SPEC M L-R-39008/4 USE RESI STOR STYLE RCR42

NOTE 2A. M L-S-13949/4 SHOULD BE | PC 4101

NOTE 2. SHOULD BE "SOLDER | N ACCORDANCE W TH BEST COMMVERI CAL
PRACTI CE TO ENSURE COWPLI ANCE W TH
DRAW NG OR SPECI FI CATI ON REQUI REMENT AS
APPLI CABLE”

NOTE 2A. M L-STD-275 SHOULD BE | PC 2221

SHEET 4 QQ B-626 SHOULD BE ASTM B36, C2400, HO4 HARD BRASS

NOTE 2. M L-STD-454 SHOULD BE | PC 4101
SOLDER SHOULD BE BY | PC JSTD., 004, 005, 006



